
USDA-Natural Resources Conservation Service New Mexico

Scenario Cost:

Practice: 572 - Spoil Spreading

Scenario: #1 - Spoil Spreading

Scenario Description:
A spoil pile is spread over a designated area according to an approved plan. The resource concerns are Soil Erosion and Water Quality 
Degradation.

Before Situation:
Spoil material is available from excavation of channels, drainage ditches, irrigation canals, or other construction sites.

After Situation:
Land has been shaped to the required elevations and grades.  Resource concerns have been treated.  Associated practices, like critical area 
planting or irrigation/drainage water management practices, would be contracted seperately as needed.

Scenario Feature Measure: Cubic yards of spoil spread

Scenario Typical Size: 1,000

Scenario Unit: Cubic Yard

IDComponent Name CostQuantity
Price 
($/unit)UnitComponent Description

$2,835.36 Scenario Cost/Unit: $2.84

Cost Details (by category):

Equipment/Installation

1206Scraper, pull, 7 CY Pull type earthmoving scraper with 7 CY capacity.  Does not 
include pulling equipment or labor.  Add Tractor or Dozer, 
160 HP typically required for single scraper.

Hour $16.64 10 $166.40

927Dozer, 140 HP Track mounted Dozer with horsepower range of 125 to 
160. Equipment and power unit costs. Labor not included.

Hour $133.49 10 $1,334.90

Labor

233Equipment Operators, Heavy Includes: Cranes, Hydraulic Excavators >=50 HP, Dozers, 
Paving Machines, Rock Trenchers, Trenchers >=12”, Dump 
Trucks, Ag Equipment >=150 HP, Scrapers, Water Wagons.

Hour $27.70 10 $277.00

Mobilization

1140Mobilization, large equipment Equipment >150HP or typical weights greater than 30,000 
pounds or loads requiring over width or over length 
permits.

Each $528.53 2 $1,057.06
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